Lacqg Allround Decorative Stain

A Lacq offers the right wood protection for every job! Lacq Allround
Decorative Wood Stain easily gives your furniture, accessories and

aC wooden surfaces a fresh new look. This versatile stain is suitable for a
wide range of decorative projects, from restyling interior woodwork to

refurbishing second-hand finds and DIY creations. Thanks to its user-

friendly application and wide range of uses, one tin is enough for
countless projects.

Suitable for use on wooden surfaces indoors:
e Doors
e Window frames
e  Furniture

Application:

1. Ensure the area is dry, clean and well ventilated.

2. Remove dirt, dust and grease from the surface. Lightly sand untreated or old wood (180-220
grit) and remove dust.
Stir the stain well before use.
Apply Lacq Decorative Stain evenly with a brush or roller, in the direction of the wood grain.
Allow the first coat to dry for approx. 4 hours (depending on temperature and humidity).
Apply a second coat in the same way.
Allow to dry thoroughly again.
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Please note! Always test a small area first to see if you get the desired finish. This can vary depending
on the type of wood.

Coverage:
Approximately 12 m2 per litre.

Please note! Coverage always depends on the structure and absorbency of the wood, the layer
thickness, the tools used and the application conditions.

Drying time:

Dust dry: approx. 2 hours.
Recoatable after: approx. 8 hours.
Minimum processing temperature: 10 °C.

Maximum processing temperature: 25 °C.
Cleaning:

Clean tools with water.

Available quantities:
250 ml & 750 ml.

Available colours:
Pearl White, Graphite Grey, Effortless Khaki, Dune Beige, Hibiscus Pink, Hail Light Grey, Camille Yellow
and mixable by colour.

Shelf life:
Close airtight after use and turn over briefly to fill the rim for a good seal. Store 2 years in original unopened
packaging, frost-free, in a dry place (temperature between 5°C and 35°C).

Safety advice:
Keep out of the reach of children. For detailed safety information, refer to the MSDS.
MSDS can be downloaded at www.lacg.nl.

The technical information and specifications contained in this data sheet are based on careful investigations and years of
practical experience and are provided to the best of our knowledge. The circumstances under which this product works in
practice used may cause many variables. This allows VLIEGENTHART B.V. not be held responsible for possible deviations.


http://www.lacq.nl/

